
 DC-8338i
8.0 MegaPixel

 8.0 MegaPixel CCD sensor

 3x optical zoom, 4x digital zoom

 3.0“ TFT-LCD (230K), 960 x 240 dots

 Lithium-ion rechargeable battery

 21 scene modes

 10 photo frame options

Highlights 

   ASM (Aperture priority, Shutter priority, 
Manual exposure mode)

  Digital photo stabilizer

  Face tracking

  ISO 1600

  SDHC compatible (4 GB)

  AF lamp

  Histogram

  Metal body
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Caractéristiques techniques

 
8.0 MegaPixel CCD

 
6 elements in 5 groups, 
(incl. 3 pcs aspherical lenses)
f = 6.2 (W) ~ 18.6 (T) mm
37.5 (W) ~ 112.5 (T) mm
F/2.8 (W), F/5.2 (T)
1/2000 ~ 8 sec.

 
4 x 
3 x 

 
T: 40 cm ~ Infi nity, W: 15 cm ~ Infi nity

 
-2EV to +2EV in 1/3 step, (-2.0, -1.7, -1.3,
-1.0, -0.7, -0.3, 0.0, +0.3, +0.7, +1.0, +1.3, 
+1.7, +2.0)
Center-weighted, multi, spot
Auto, 50, 100, 200, 400, 800, 1600
Daylight, cloudy, tungsten, 
fl uorescent_H, fl uorescent_L, customer
Automatic/manual

 
3.0" TFT-LCD (230K), 
960 x 240 dots 

 
16 MB 
2 GB (SD-card) and 4 GB (SDHC)

 
3264 x 2448 (default), 3264 x 2176 (3:2), 
3264 x 1836 (16:9), 2816 x 2112, 
2272 x 1704, 1600 x 1200, 640 x 480
640 x 480, 320 x 240, 160 x 128, 
30 fps

 
JPEG, EXIF 2.2, support DPOF, 
PictBridge compatible
MOV (MPEG4)
WAV

 
Backlight, building, candle, fi rework, 
food, kids, landscape, movie, night
scene, night scene portrait, party, 
portrait, program, Q mode, snow, soft 
fl owing water, soft skin, sports, sunset, 
text, voice REC

 
Auto, auto w/Red-eye reduction, 
slow sync. w/Red-eye reduction, 
forced On, Off 

 
2.0
PAL / NTSC

 
Lithium-ion rechargeable battery
1 min., 3 min., 5 min.

 
approx. 96 x 55 x 18 mm (W x H x L)
Metal 
128 g (w/o battery)
English, German, Spanish, French, Italian, 
Portuguese, Dutch, Swedish, Greek, Czech, 
Polish, Turkish, Hungarian, Russian, 
Arabic, Romanian, Thai, Japanese, Simple 
Chinese, Korean, Tradtional Chinese

 
USB cable, AV cable, Lithium-ion bat-
tery, battery charger & adaptor, hand 
strap, pouch, CD-Rom

 
06851
4004781068514
8.7 x 16.1 x 22.5 cm (W x H x L)
5
approx. 811 g
approx. 4,7 kg
19 x 25 x 46 cm (W x H x L)
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